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Recommended System for Labeling Rigging Unknowns

Introduction
There is much confusion in the entertainment industry about the letters used when solving
problems associated with force distribution, bridle geometry and force calculations. In training
young riggers, instructors have each created their own logical lettering system for unknowns. There
have been two problems with these systems. The first is that all this was done independently without
anyone really consulting anyone else. The second is that the lettering system was not always really
entirely thought out.

Almost all the formulas needed by riggers deal with either force or distance. Starting with these two
variables the system uses F for force and D for distance. In most cases there will be more than one
force or distance used in a formula or series of formulas. In these cases the forces and distances need
to be qualified by the use of subscripts.
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FORCE DISTRIBUTION PROBLEM LABELS

In force distribution problems the new system would work as follows:
S = the horizontal distance between supports
D1 = the horizontal distance from the applied force to support one
D2 = the horizontal distance from the applied force to support two
FA = the force (load) applied to the support structure being analyzed
F1 = the force at anchorage one
F2 = the force at anchorage two

The use of the letter S for the distance between supports (span) has been universally used for the
distance between supports and between bridle anchorages in the case of two-legged bridles, and so
has been kept in this system even though it is an exception to the rule of using the letter D for
distances.

If there is more than one applied force being dealt with the form would be FA1, FA2 etc. The distances
associated with multiple applied forces would be labeled D1A2, D1A2, D2A1, etc.

Figure1. Force Distribution Labels

The simple distribution formula would end up in this form:

F1= FAD2
S

A more complex formula incorporating more than one applied load would look like this:

F1= FA1D2A1+FA2D2A2
S
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BRIDLE LABELS

All but the most complicated rigging is accomplished by using either two-legged or three-legged
bridles. A two-legged bridle forms a triangle with the vertices being the two anchorages and the
bridle point. The labels for these points are as are used to identify the points in space when
required and in addition are used for the identification of angles when required. Below are the labels
for the points associated with both two and three-legged bridle geometry.

Points (Vertices)
A1 = the attachment or anchorage for leg one of a bridle
A2 = the attachment or anchorage for leg two of a bridle
A3 = the attachment or anchorage for leg three of a bridle
P = the bridle point

There are cases when the applied force is not vertical and the angles associated with the applied force
and its component forces are required. The origin of the applied force is at the bridle point (P), however
the letter P is associated with bridle angles, so when analyzing the applied force the vertex is labeled
O. The vertex at the opposite end or termination of the force vector is T.

O = the origin of the applied force (same point in space as P)
T = the termination of the applied force

Figure 2. Vertices 1
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TWO LEGGED BRIDLE LABELS

Distance Labels
The distances in a two-legged bridle use the same format as the distances in a force distribution
problem with the exception that in the force distribution problem the distances are in a horizontal axis
only. In the two-legged bridle the system must accommodate distances measured in two axes.

S = the horizontal distance between anchorages
D1H = the horizontal distance from P to A1

D2H = the horizontal distance from P to A2

D1V = the vertical distance from P to A1

D2V = the vertical distance from P to A2

DV = an alternate to DV1 or DV2 - may be used if DV1 = DV2

D1L = the length of bridle leg one
D2L = the length of bridle leg two

Figure 3. 2-Legged Bridle Distance Labels
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Force Labels
FA = the force (load) applied to P
FAH = the horizontal component of the applied force if the load is not applied vertically
FAV = the vertical component of the applied force if the load is not applied vertically
F1H = the horizontal force at A1

F2H = the horizontal force at A2

F1V = the vertical force at A1

F2V = the vertical force at A2

F1L = the force in leg one
F2L = the force in leg two

Figure 4. 2-Legged Bridle Force Labels
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Angle Labels
a1 = the acute angle between horizontal and leg one measured at A1

a2 = the acute angle between horizontal and leg two measured at A2

p1 = the acute angle between vertical and leg one measured at P
P2= the acute angle between vertical and leg two measured at P
p = the acute or obtuse angle between leg one and leg two at the bridle point
o = the acute angle between horizontal and FA, measured at O
t = the acute angle between vertical and FA, measured at T

Figure 5. 2-Legged Bridle Angle Labels
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Figure 6. 3-Legged Bridle Distances – Plan View

Figure 7. 3-Legged Bridle Distances – 3D View
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Force
FA = the applied force
FAX = the X axis component of FA

FAY= the Y axis component of FA

FAZ = the Z axis component of FA

FAH = the horizontal component in line with FA

F1L = the force in leg one
F2L = the force in leg two
F3L = the force in leg three
F1X = the horizontal force parallel to the X axis at A1

F2X= the horizontal force parallel to the X axis at A2

F3x = the horizontal force parallel to the X axis at A3

F1Y = the horizontal force parallel to the Y axis at A1

F2Y = the horizontal force parallel to the Y axis at A2

F3Y = the horizontal force parallel to the Y axis at A3

F1Z = the vertical force at A1

F2Z = the vertical force at A2

F3Z = the vertical force at A3

F1H = the horizontal force at A1 in line with leg one
F2H = the horizontal force at A2 in line with leg two
F3H = the horizontal force at A3 in line with leg three

Figure 8. 3-Legged Bridle Anchorage Force Labels (Examples)


